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Spraying Systems' new Model 727, Yi2]-
AL, Y737, Y747, WindJet™ nozzle offers
several design features that make it an ideal
choice for quiet, efficient, high impact air
blow-off applications.

E L&

@ ixs] i ABSHfER
(B —29C~+82C) HBOREN T —
B . ABSHIlEE

o SLERIBIERSILBID A 1) 7 4 AREE

L REBICLY /AN EALCHIORR

CUTTHI7 PR BEBRETY.
* DS (FABRED)R/IRFEDE, NoT279 A Fxw b 70—7 7 / X)L ABSHilEH
Oke/ewBLFTdH Y _OSHA (KE% s 3% No.727 ‘f‘-"‘-r't'?JP-iB‘OW'OH Nozzle ABS D‘arfi‘f‘i
CEELTUET, {

of iy AT AL KREMFHESIIC Al
B HEATONBOFEEERELE T, e ] .

Made of tough high-impact ABS material, in
safety yellow color. Resists breaking. |
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Orifices protected against external damage.
Recessed design provides air escape should
the nozzle be accidentally placed against a sur-

face. Dead end pressure is less than 2 kg/em?, ‘
an OSHA requirement for safe operation.
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Uniform distribution across impact or blow- AIR PRESSURE

off area, for improved control. ‘
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How to Order. | ‘

.
Convenient mounting
diamater 4.8mm
Spray nozzle number as B727-1/4
WindJet™, if PT1/4(M) inlet connection ‘
designed. If NPT(M), delete B and simply i S .
tell 727-1/4 WindJet™. |




‘WindJet® Nozzles

Design Features - AA727 WindJet Nozzles
The AA727 WindJet nozzle generates a quiet, efficient,
controlled flat fan distribution of compressed air. The
nozzle's air stream is discharged through 16 precision
orifices that ensure uniform distribution and spray pattern
integrity. The AA727 WindJet nozzles are offered in
durable ABS plastic, PPS (polyphenylene sulfide) — a

chemical-resistant, high-performance thermoplastic that
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AA727-1/4~
(ABS Plastic Male Conn.)

AA727-1/4F-
(ABS Plastic Female Conn.)

Design Features - AA707 WindJet Nozzles

The AAT07 WindJet nozzle produces a tightly directed round
spray pattern with minimum noise levels and features extended
ribs to protect the recessed orifices against external damage.
The ribs also provide an air escape should the nozzle be placed
against a flat surface, and they accommodate a deep well
socket. The AA707 WindJet nozzles are available in durable
ABS plastic, chemical-resistant PPS (polyphenylene sulfide)

withstands temperatures up to 300°F (149°C) — and sturdy
aluminum. Recessed orifices on the ABS and PPS models
protect against external damage, and also provide an air
escape should the nozzle accidentally be placed against a
flat surface. A convenient 3/16" (4.8 mm) dia. mounting

hole on the ABS and PPS models ensures correct

positioning on the header or manifold for fixed applications.

The nozzles feature a 1/4" NPT or BSPT inlet connection.

Y727-Al—-
{Aluminum)

AAT27-1/4-RY-
(PPS)

— a high-performance thermoplastic that withstands tempera-

tures up to 300°F (149°C) — sturdy aluminum, stainless steel,

and PYDE. The aluminum and stainless steel versions feature
interchangeable caps that control air usage. The aluminum
caps are color coded for easy identification of flow rates. The

nozzles feature a 1/4" NPT or BSPT (M) inlet connection.
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AA707-1/4~ AA707-1/4-AL— AA707-1/4-RY- AA707-1/4-55- AA707-1/4-KY-
(ABS Plastic) (Aluminum) (PPS) (Stainless Steel) {PVDF)
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Nozzle Capacity
Inlet Conn. Nozzle Capacity (scfm)
NPT or Type Size
BSPT 10 psi 30 psi 60 psi 90 psi
AN 11 5.0 8.9 14.4 19.8
2 __________‘____‘_____‘____
1/4 (MF) 15 6.8 12.8 21.3 29.6
AAT27-F  — = T
23 9.9 18.4 30.9 434
I ' Nozzle Capacity
Inlet Conn. Nozzle Capacity (NI/min)
’ NPT or Type Size
BSPY 0.7 bar 2 bar 4 bar 6 bar
ik 11 142 246 396 19.8
727 *—i—-—‘—i——*—‘———‘———
1/4 (MF) 15 193 357 586 816
AA727F — — | 7 | T A
23 280 510 852 1198

Nozzle c
Inlet Conn. Nozzle *p (scfm)
AP o Tyee Size (alum:::l::: only)
} - BSPT Y 10 psi 30 psi 60 psi 90 psi
11 green 52 9.6 16.0 223
1/4 (M) AAT707 15 yellow 6.4 12.4 21.0 29.4
’ _— 23 red 10.4 19.2 323 45.0
Nozzle c Capacity
Inlet Conn. Nozzle Capacity ap (NI/min)
NPT or Type Size i Fnlor i
BSPT (alewr sty 0.7 bar 2 bar 4 bar 6 bar
11 green 147 266 442 612
1/4 (M) AAT07 15 yellow 181 345 578 810
23 red 294 530 889 1237
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